
VN-V686WPBU

■ MPEG-4/Motion JPEG Full-Frame Dual Stream
Simultaneous distribution of MPEG-4 and Motion JPEG VGA images 
at full frame rate (30fps for each stream)

■ Super LoLux TM Sensitivity 
0.04 lx at B&W mode (25 % video level, F1.6, AGC SUPER) 
0.5 lx at color mode (25 % video level, F1.6, AGC SUPER)

■ PoE for Saving Installation and Cable Costs
Built-in PoE (Power over Ethernet) allows the camera to be activated 
through a LAN cable connection.

■ Quick and Easy Installation
One-touch lock mechanism for quick and easy installation and maintenance

■ Dust- and Waterproof Design (VN-V686WPBU)
IP66-standard robust design suitable for outdoor monitoring system

■ Direct Drive Motor for Extra Precision and Silence
• Super Accurate Positioning (±0.03° precision)
• Super Fast & Super Slow Pan/Tilt (400°/sec to 0.04°/sec 

variable)
• Super Silent Operation (Ideal for hospitals, libraries, and 

museums)
■ Day/Night Function with IR Cut Filter

Automatic switching between day and night modes for reliable round-the-
clock surveillance

■ Effective Backlight Compensation
Easy Wide-D Function provides clear images even in backlit situations

■ Progressive Output Capability
Can output clear, smooth images without jaggy even for moving objects 

VN-V686WPBU
VN-V685U/V686BU
PTZ NETWORK DOME CAMERA

OUTDOOR PTZ NETWORK DOME CAMERA

Dual Stream Network Cameras with 27x/36x Optical Zoom
and Accurate Direct Drive Motor Mechanism

Optical
Zoom

27x/36x 0.03°
Super

Accuracy Dual Stream

MPEG-4
Motion JPEG

Fast/Slow
Variable Pan

Tilt Speed

Silent
Operation Super 

  LoLuxTM

0.04lx* Easy
Installation

*at B&W mode

Direct Drive Dome

Eco-Friendly
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Normally recessed into a false ceiling to provide minimal intrusion in
any indoor location. Or, when surface-mounted the sleek design will let
it blend into a variety of environments for inconspicuously effective
surveillance.

Internal Dome Design

Made to IP66 standards, the housing provides complete protection
from the elements but still provides crisp, clear images of its
surroundings. Materials used will provide long-lasting service over
years of harsh weather conditions.

External Dome Design

VN-V685U VN-V686BU VN-V686WPBU
Type Indoor Indoor Outdoor
PoE • • • (without heater)

Zoom Ratio 27x Optical 36x Optical 36x Optical
Direct Drive Motor • • •
Dust & Waterproof •

● Quick Comparison

All the Precision and Quality to Capture
the Crucial Moment

VN-V685U/VN-V686BU

VN-V686WPBU

Indoor
Model

Outdoor
Model

JVC’s new Network Camera offers a Direct Drive Motor and Full -Frame Dual Stream Capability for an Advanced Monitoring
System with Maximum Reliability and Versatility.

Optical
Zoom

27x/36x 0.03°
Super

Accuracy Dual Stream

MPEG-4
Motion JPEG

Fast/Slow
Variable Pan

Tilt Speed

Silent
Operation Super 

  LoLuxTM

0.04lx* Easy
Installation

at B&W mode*
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Images are explanatory purposes and are not actual images attained using this product.

Position A

Becomes different from
initial position.

Back to Position A

B C D E

■ Conventional belt-type unit with low accuracy

■ Direct Drive Motor with 0.03° accuracy

Camera positions 
rotate as preset

Position A

Maintains almost the
same position.

Back to Position A

B C D E

Camera positions 
rotate as preset

Super Silent Operation

With an accuracy of 0.03°, it can precisely maintain preset camera
positions even after frequent panning and tilting, which becomes
especially important at high zoom magnifications. With an ordinary
camera (with low accuracy such as 0.1°), the camera position
gradually shifts each time the camera is panned or tilted, so that
after frequent usage the position becomes totally different from the
initial correct position.

Super Accuracy of ±0.03° for Preset Positions

The mechanical noises of a belt-driven PTZ camera are absent. In
fact, the operating noise of the PoE Direct Drive is approx. 20%
lower than normal belt-driven PTZ. This makes it ideal for usage
in locations where noise should be avoided, such as hospitals,
museums, libraries and offices.

Super Durability and Reliability
Direct Drive is a very simple mechanism. The number of parts in the
Direct Drive is far less than that of the belt-driven PTZ, so one can
expect the durability to be approximately 160%. And since the
Direct Drive is completely belt-less, there is no possibility of
malfunction due to belts that will break on a regular basis. The
simplified mechanism greatly reduces the chances of malfunction
and increases reliability.

With a maximum 400°/sec. movement, you won’t miss a crucial
scene. Even when pan/tilting manually, the mechanism is very
responsive allowing stress-free joystick operation. Furthermore,
extremely slow movement of 0.04°/sec. is possible, so you can
take a good look at the scene even at high zoom rates, thanks to
the slow and smooth movement.

Super Fast (400°/sec) & Super Slow
(0.04°/sec) Pan/Tilt Performance

■ See what’s good about Direct Drive Motor Mechanism!

Direct Drive Motor–
Breakthrough mechanism
for more accurate and
reliable camera movement
The VN-V685/V686 Series incorporates a newly-developed Direct Drive
Motor for Pan/Tilt operation. Instead of a conventional belt-type mechanism,
it can provide monitoring with more precision, less operation noise, and
superior durability.
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The VN-V686BU and VN-V686WPBU come
with a powerful 36x optical zoom to provide
incrediblemagnification with full opticalquality.
It is powerful enough to allow identification
of a face or a license plate located far away.
(27x zoom for the VN-V685U)

36x

Install the ceiling a
bracket (option) on
the ceiling, and
screw the camera’s
ceiling mount 
section onto it at 
3 points.

Cover the unit with
the Ceiling Panel
(option), and
you’re finished.

To remove, press
the Lock buttons
located on both
sides of the camera
to release the
locks, then pull 
the camera
straight down.

Insert the camera’s
mounting hole over
the wall’s anchor
bolt, and tighten
the nut to affix.
(Bolt in 4 locations
to secure the 
camera.)

Run the cable
through the inside
of the arm and
then cap it, and
you’re finished.

Push the camera
straight up into the
ceiling mount 
section. If done
correctly, you will
hear a click as it
locks into place. 

Quick and Easy Installation and Maintenance
Thanks to its “One-touch lock” mechanism, installation is extremely easy. Simply insert the camera unit to the bracket, and that’s all, greatly
reducing time and cost for installation and maintenance.

● VN-V685U/V686BU (Eg.: Ceiling recessed installation with WB-S685U*)

● Easy Maintenance and
Replacement

● VN-V686WPBU (Eg.: Wall mount installation) 

VN-V685/V686’s plug-and-play design
makes maintenance easy too. You can
replace only the camera unit with the
base unit remaining attached. All preset
settings will resume so that you can 
minimize operation downtime due to
maintenance.

Plug-and-Play !

1 2

1 2

3 4

* Note: WB-S685U ceiling recessed bracket is not available on the US market due to specific building code regulations.

36x Optical Zoom for Incredible Magnification (VN-V686BU/V686WPBU)

Ecology-Conscious PoE for Saving Power and Costs

Built-in PoE (Power over Ethernet) allows the camera to be activated through a LAN cable connection. Both power
supply and video transmission are covered by a single cable, reducing costs for cables, installation, and power.
With a power consumption 30% lower than conventional models, the VN-V685/V686 Series can minimize impact
on the environment.
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